ReaderTT.config = {"pagecount":31,"title":"Requirements for foul pumping stations and associated infrastructure             ","author":"Dhughes","subject":"","keywords":"","creator":"Acrobat PDFMaker 10.1 for Word","producer":"Adobe PDF Library 10.0","creationdate":"D:20121102170014Z","moddate":"D:20121113113457Z","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"SCOPE","page":3,"zoom":"XYZ 134 1174 0"},{"title":"FOUL SEWER NETWORK PLANNING","page":3,"zoom":"XYZ 134 788 0"},{"title":"GENERAL DESIGN CRITERIA","page":4,"zoom":"XYZ 134 1127 0"},{"title":"HYDRAULIC DESIGN","page":4,"zoom":"XYZ 134 300 0"},{"title":"PUMPING STATION COMPOUND","page":6,"zoom":"XYZ 134 1060 0"},{"title":"CONTROL BUILDING or KIOSK","page":8,"zoom":"XYZ 134 1037 0"},{"title":"CONTROL BUILDING CONSTRUCTION","page":9,"zoom":"XYZ 134 410 0"},{"title":"Pump SUMP","page":10,"zoom":"XYZ 134 902 0"},{"title":"PUMP / ELECTRICAL SPECIFICATION","page":11,"zoom":"XYZ 134 566 0"},{"title":"ENERGY EFFICIENCY","page":13,"zoom":"XYZ 134 1014 0"},{"title":"RISING MAIN","page":13,"zoom":"XYZ 134 568 0"},{"title":"Standoff/DISCHARGE MANHOLE","page":15,"zoom":"XYZ 134 1060 0"},{"title":"EMERGENCY OVERFLOW CHAMBER","page":15,"zoom":"XYZ 134 268 0"},{"title":"valve Chamber","page":16,"zoom":"XYZ 134 478 0"},{"title":"Flowmeter and flow meter Chamber","page":17,"zoom":"XYZ 134 1104 0"},{"title":"Chamber covers","page":17,"zoom":"XYZ 134 748 0"},{"title":"WELFARE FACILITIES","page":17,"zoom":"XYZ 134 548 0"},{"title":"CONTROL PANEL","page":18,"zoom":"XYZ 134 812 0"},{"title":"TELEMETRY","page":19,"zoom":"XYZ 134 925 0"},{"title":"GENERATOR","page":19,"zoom":"XYZ 134 681 0"},{"title":"ODOUR","page":19,"zoom":"XYZ 134 346 0"},{"title":"NOISE","page":20,"zoom":"XYZ 134 1014 0"},{"title":"DRAWINGS","page":20,"zoom":"XYZ 134 412 0"},{"title":"INSPECTIONS DURING THE Construction OF the FOUL PUMPING STATION","page":21,"zoom":"XYZ 134 791 0"},{"title":"commissioning OF THE FOUL PUMPING STATION","page":21,"zoom":"XYZ 134 502 0"},{"title":"TAKING IN CHARGE OF THE FOUL PUMPING STATION","page":22,"zoom":"XYZ 134 1174 0"},{"title":"checklist a","page":23,"zoom":"XYZ 134 1174 0","children":[{"title":"Pre-planning stage\u2013 foul pumping station","page":23,"zoom":"XYZ 134 1167 0"}]},{"title":"checklist B","page":25,"zoom":"XYZ 134 1174 0","children":[{"title":"planning stage\u2013 Foul pumping station","page":25,"zoom":"XYZ 134 1167 0"}]},{"title":"checklist c","page":27,"zoom":"XYZ 134 1174 0","children":[{"title":"construction stage \u2013 Foul Pumping Station","page":27,"zoom":"XYZ 134 1167 0"}]},{"title":"checklist d","page":29,"zoom":"XYZ 134 1174 0","children":[{"title":"PRE-Commissioning stage \u2013 foul pumping station","page":29,"zoom":"XYZ 134 1167 0"}]},{"title":"checklist E","page":30,"zoom":"XYZ 134 1174 0","children":[{"title":"Post-Commissioning stage \u2013 foul pumping station","page":30,"zoom":"XYZ 134 1168 0"}]},{"title":"references","page":31,"zoom":"XYZ 134 1174 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
