ReaderTT.config = {"pagecount":28,"title":"Zaštita u slučaju požara","author":"Matija Draganović","subject":"","keywords":"","creator":"Writer","producer":"LibreOffice 7.2","creationdate":"D:20220607132601Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"1. Uvod","page":3,"zoom":"XYZ 141 1063 0"},{"title":"2. Zaštita u slučaju požara","page":4,"zoom":"XYZ 141 1063 0","children":[{"title":"2.1. Sustavi zaštite od požara","page":4,"zoom":"XYZ 151 962 0","children":[{"title":"2.1.1. Osnovne karakteristike","page":4,"zoom":"XYZ 216 900 0"},{"title":"2.1.2. Podjela","page":5,"zoom":"XYZ 216 732 0"},{"title":"2.1.3. Aktivni sustavi zaštite","page":6,"zoom":"XYZ 216 834 0"}]}]},{"title":"3. Inteligentna kuća \u2013 sustav zaštite u slučaju požara","page":7,"zoom":"XYZ 141 455 0","children":[{"title":"3.1. Projektni zahtjevi","page":7,"zoom":"XYZ 151 270 0"},{"title":"3.2. Osnovne karakteristike sustava","page":8,"zoom":"XYZ 151 163 0"},{"title":"3.3. Izvedbe sustava","page":10,"zoom":"XYZ 151 950 0","children":[{"title":"3.3.1. Osnovna izvedba","page":10,"zoom":"XYZ 216 658 0"},{"title":"3.3.2. Poboljšana izvedba","page":13,"zoom":"XYZ 216 864 0"},{"title":"3.3.3. Konačni sustav","page":17,"zoom":"XYZ 216 489 0"},{"title":"3.3.4. Odabir senzora","page":21,"zoom":"XYZ 216 1038 0"},{"title":"3.3.5. Sustav za gašenje požara","page":21,"zoom":"XYZ 216 250 0"},{"title":"3.3.6. Analiza projektiranog sustava","page":23,"zoom":"XYZ 216 514 0"}]}]},{"title":"4. Zaključak","page":26,"zoom":"XYZ 141 1063 0"},{"title":"5. Literatura","page":27,"zoom":"XYZ 141 891 0"},{"title":"6. Pojmovnik","page":28,"zoom":"XYZ 141 1063 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
