ReaderTT.config = {"pagecount":24,"title":"SISTEM PENDINGIN","author":"user","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220608182034Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"SISTEM PENDINGIN","page":1,"zoom":"XYZ 0 825 0"},{"title":"Slide 2","page":2,"zoom":"XYZ 0 825 0"},{"title":"Slide 3","page":3,"zoom":"XYZ 0 825 0"},{"title":"Slide 4","page":4,"zoom":"XYZ 0 825 0"},{"title":"Slide 5","page":5,"zoom":"XYZ 0 825 0"},{"title":"Slide 6","page":6,"zoom":"XYZ 0 825 0"},{"title":"Slide 7","page":7,"zoom":"XYZ 0 825 0"},{"title":"Slide 8","page":8,"zoom":"XYZ 0 825 0"},{"title":"Slide 9","page":9,"zoom":"XYZ 0 825 0"},{"title":"Slide 10","page":10,"zoom":"XYZ 0 825 0"},{"title":"Nama-nama bagian pendinginan air sirkulasi pompa","page":11,"zoom":"XYZ 0 825 0"},{"title":"Slide 12","page":12,"zoom":"XYZ 0 825 0"},{"title":"Slide 13","page":13,"zoom":"XYZ 0 825 0"},{"title":"Slide 14","page":14,"zoom":"XYZ 0 825 0"},{"title":"Slide 15","page":15,"zoom":"XYZ 0 825 0"},{"title":"Slide 16","page":16,"zoom":"XYZ 0 825 0"},{"title":"Slide 17","page":17,"zoom":"XYZ 0 825 0"},{"title":"Slide 18","page":18,"zoom":"XYZ 0 825 0"},{"title":"Slide 19","page":19,"zoom":"XYZ 0 825 0"},{"title":"Peredaran air saat temperatur kerja motor belum tercapai","page":20,"zoom":"XYZ 0 825 0"},{"title":"Slide 21","page":21,"zoom":"XYZ 0 825 0"},{"title":"Peredaran air saat temperatur kerja motor sudah tercapai","page":22,"zoom":"XYZ 0 825 0"},{"title":"Slide 23","page":23,"zoom":"XYZ 0 825 0"},{"title":"LEMBAR PERCOBAAN/LATIHAN/EVALUASI","page":24,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
