ReaderTT.config = {"pagecount":18,"title":"DISTRIBUSI TENAGA LISTRIK","author":"User","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220608193741Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"DISTRIBUSI TENAGA LISTRIK","page":1,"zoom":"XYZ 0 825 0"},{"title":"FUNGSI DISTRIBUSI TENAGA LISTRIK","page":2,"zoom":"XYZ 0 825 0"},{"title":"Trafo Distribusi 20 kV","page":3,"zoom":"XYZ 0 825 0"},{"title":"Trafo Produksi Dalam Negeri","page":4,"zoom":"XYZ 0 825 0"},{"title":"Type Trafo Distribusi","page":5,"zoom":"XYZ 0 825 0"},{"title":"Trafo Standar \u201cNew Jec\u201d","page":6,"zoom":"XYZ 0 825 0"},{"title":"Slide 7","page":7,"zoom":"XYZ 0 825 0"},{"title":"Sistem satu fasa 2 kawat 127 volt","page":8,"zoom":"XYZ 0 825 0"},{"title":"Sistem satu fasa 2 kawat 220 volt","page":9,"zoom":"XYZ 0 825 0"},{"title":"Sistem satu fasa 3 kawat 127 volt","page":10,"zoom":"XYZ 0 825 0"},{"title":"Sistem tiga fasa 4 kawat 127/220 volt","page":11,"zoom":"XYZ 0 825 0"},{"title":"Sistem tiga fasa 4 kawat 220/380 volt","page":12,"zoom":"XYZ 0 825 0"},{"title":"Bank Trafo dan Rel","page":13,"zoom":"XYZ 0 825 0"},{"title":"Bank Trafo dengan sekring sekunder pada rel","page":14,"zoom":"XYZ 0 825 0"},{"title":"Bank Trafo dengan pengaman lengkap","page":15,"zoom":"XYZ 0 825 0"},{"title":"Kelompok Hubungan Menurut VDE 0532","page":16,"zoom":"XYZ 0 825 0"},{"title":"Slide 17","page":17,"zoom":"XYZ 0 825 0"},{"title":"Slide 18","page":18,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
